NOTES:

1. Post size and gauge depends on fence height and wind loads. See
ECHELON PLUS™ specifications for post sizing chart.
2. Panels only available for 6' on center post spacing.

PANEL BRACKET
Sprecially designed two-point connection
ensures fixity of rail ends for increased
strength.

FORERUNNER™ RAIL

INTERIOR GUIDE CHANNEL
Channel forms lower limit of
raceway for retaining rod and
allows for high angle bias
ability.

INTERNAL RETAINING ROD
Variable pitch connection system for ease
of installation, high angle bias ability and

elimination of unsightly external fasteners.
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U-Channel specially formed
high strength architectural shape
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Values shown are nominal and not to be used for installation

purposes. See product specification for installation requirements.

OPTIONAL LINE
BOULEVARD BRACKET
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ECHELON PLUS™ MONARCH 2-RAIL PANEL
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NOTES:

1.  Post size depends on fence height, weight, and wind loads. See Echelon
Plus™ post sizing chart.
2. See Ameristar Gate Table for standard out to outs. Custom gate openings

Jable f o t/leaf width Over all Out to Out
available tor special out to out/leat widths. Lo
.. . . 3/n : el e " — meristar Standard | . 23 " (Hi 1
3. Additional styles of gate hardware are available on request. This could 24" (Hinge Clearance) 3" (Latch Clearance) Leaf Widths (3) A" (Hinge Clearance)
change the Latch & Hinge Clearance.
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ECHELON PLUS™ MONARCH 2-RAIL GATE
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